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issuance of the initial Certificate of In-
spection. Acceptance depends on the 
information, specifications, drawings, 
and calculations available to this 
OCMI, and on the successful comple-
tion of the initial inspection for certifi-
cation. 

(d) A Certificate of Inspection is re-
newed by the issuance of a new Certifi-
cate of Inspection. 

(e) The condition of the OSV and its 
equipment must be acceptable to the 
cognizant OCMI for the renewal of the 
Certificate of Inspection. Acceptance 
depends on the condition of the vessel 
as found at the periodic inspection for 
certification. 

§ 126.235 Alternate compliance. 
(a) In place of compliance with other 

applicable provisions of this sub-
chapter, the owner or operator of a ves-
sel subject to plan review and inspec-
tion under this subchapter for initial 
issuance or renewal of a Certificate of 
Inspection (CG–841 rev. 3/85) may com-
ply with the Alternate Compliance 
Program provisions of 46 CFR part 8. 

(b) For the purposes of this section, a 
list of authorized classification soci-
eties, including information for order-
ing copies of approved classification so-
ciety rules and supplements, is avail-
able from Commandant (G–PSE–2), 2100 
Second St., SW., Washington, DC 20593– 
0001; telephone (202) 372–1372; or fax 
(202) 372–1925. Approved classification 
society rules and supplements are in-
corporated by reference into 46 CFR 
8.110(b). 

[USCG–2001–10164, 66 FR 53544, Oct. 23, 2001, 
as amended by USCG–2006–25697, 71 FR 55746, 
Sept. 25, 2006] 

§ 126.240 Posting. 
The Certificate of Inspection must be 

framed under glass or other suitable 
transparent material and posted in a 
conspicuous place aboard the OSV so 
that each page is visible. 

§ 126.250 Period of validity for a Cer-
tificate of Inspection. 

(a) A Certificate of Inspection is 
valid for 5 years. 

(b) A Certificate of Inspection may be 
suspended and withdrawn or revoked 
by the cognizant OCMI at any time for 
noncompliance with the requirements 

of this subchapter or other applicable 
laws. 

[CGD 82–004 and CGD 86–074, 62 FR 49324, 
Sept. 19, 1997, as amended by USCG 1999–4976, 
65 FR 6505, Feb. 9, 2000] 

§ 126.260 Temporary Certificate. 
If necessary to prevent delay of the 

OSV, a ‘‘Temporary Certificate of In-
spection,’’ Form CG–854, containing in-
formation listed by § 126.220 may be 
issued pending the issuance and deliv-
ery of the regular Certificate of Inspec-
tion. A Temporary Certificate must be 
carried in the same manner as the reg-
ular Certificate. 

§ 126.270 Amendment. 
(a) An amended Certificate of Inspec-

tion may be issued at any time by any 
OCMI. The amended Certificate of In-
spection replaces the original, but the 
expiration date remains the same as 
that of the original. An amended Cer-
tificate of Inspection may be issued to 
authorize and record a change in the 
dimensions, gross tonnage, owner, op-
erator, manning, offshore workers per-
mitted, route permitted, conditions of 
operations, equipment, or the like from 
that specified in the current Certifi-
cate of Inspection. 

(b) A request for an amended Certifi-
cate of Inspection must be made to the 
cognizant OCMI by the owner or oper-
ator of the vessel at any time there is 
a change in the character of a vessel or 
in its route, equipment, ownership, op-
eration, or similar factors specified in 
its current Certificate of Inspection. 

(c) The cognizant OCMI may require 
an inspection before issuing an amend-
ed Certificate of Inspection. 

Subpart C—Initial Inspection 

§ 126.310 Prerequisite to Certificate of 
Inspection. 

The initial inspection is a pre-
requisite to the issuance of the original 
Certificate of Inspection. 

§ 126.320 When made. 
(a) No initial inspection occurs until 

after receipt of the written application 
of the owner or builder of the vessel to 
the OCMI in whose zone the vessel is 
located. The application must be on 
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Form CG–3752, ‘‘Application for Inspec-
tion of U.S. Vessel.’’ 

(b) The initial inspection occurs at a 
time and place agreed to by the party 
requesting the inspection and by the 
cognizant OCMI. The owner or the 
builder, or a representative of either, 
must be present during the inspection. 

§ 126.330 Plans. 

Before construction starts, the 
owner, operator, or builder shall de-
velop plans indicating the proposed ar-
rangement and construction of the ves-
sel. (The list of plans to be developed 
and the required disposition of these 
plans appears in part 127 of this sub-
chapter.) 

§ 126.340 Scope. 

The initial inspection normally con-
sists of a series of inspections con-
ducted during the construction of the 
vessel. This inspection determines 
whether the vessel was built to comply 
with developed plans and in compliance 
with applicable law. Items normally in-
cluded in this inspection are all the 
items listed in § 126.430 and in addition 
the marine inspector verifies that the 
arrangement of the vessel conforms to 
the approved plans, that acceptable 
material is used in the construction of 
the vessel, and that the workmanship 
meets required standards for marine 
construction. The owner or builder 
shall make the vessel available for in-
spection at each stage of construction 
specified by the cognizant OCMI. 

§ 126.350 Specific tests and inspec-
tions. 

(a) The applicable tests and inspec-
tions set forth in subpart D of this part 
must be made during the initial inspec-
tion. 

(b) The following specific tests and 
inspections must also be conducted in 
the presence of the marine inspector: 

(1) Installation of piping for gaseous 
fixed fire-extinguishing (see § 95.15–15 of 
this chapter). 

(2) Hydraulic steering-systems. If 
fitted with manual operation, these 
systems must be tested in the manual 
mode, with the hydraulic pumps se-
cured, for smooth, efficient operation 
by one person. 

Subpart D—Inspection for 
Certification 

§ 126.410 Prerequisite to reissuance of 
Certificate of Inspection. 

An inspection for certification is a 
prerequisite to the reissuance of a Cer-
tificate of Inspection. 

§ 126.420 Application for Certificate of 
Inspection. 

You must submit a written applica-
tion for an inspection for certification 
to the cognizant OCMI. To renew a Cer-
tificate of Inspection, you must submit 
an application at least 30 days before 
the expiration of the tank vessel’s cur-
rent certificate. You must use Form 
CG–3752, Application for Inspection of 
U.S. Vessel, and submit it to the OCMI 
at, or nearest to, the port where the 
vessel is located. When renewing a Cer-
tificate of Inspection, you must sched-
ule an inspection for certification 
within the 3 months before the expira-
tion date of the current Certificate of 
Inspection. 

[USCG 1999–4976, 65 FR 6505, Feb. 9, 2000] 

§ 126.430 Scope. 

The inspection for certification is 
made by a marine inspector to deter-
mine whether the vessel is in a safe and 
seaworthy condition. The owner or 
builder shall make the vessel and its 
equipment available for inspection, in-
cluding the following items: 

(a) Structure. 
(b) Watertight integrity. 
(c) Pressure vessels and their appur-

tenances. 
(d) Piping. 
(e) Main and auxiliary machinery. 
(f) Steering apparatus. 
(g) Electrical installations. 
(h) Lifesaving equipment. 
(i) Work vests. 
(j) Fire-detecting and fire-extin-

guishing equipment. 
(k) Pollution-prevention equipment. 
(l) Sanitary condition. 
(m) Fire hazards. 
(n) Verification of validity of certifi-

cates required and issued by the Fed-
eral Communications Commission. 

(o) Lights and signals as required by 
the applicable navigational rules. 
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